
(October 28, 1996)1
The following pavement marking materials have been tested and prequalified for2
use:3

4
Paint Pavement Marking - Sprayed Applications5
Columbia Paints & Coatings White - 17-245-WW6
Daniel Boone Paint Inc. White - 73717
Norris Paint/TMT White - BHW4W1-18
Norris Paints/TMT White - BHW8W1-19
Norris Paints/TMT White - BHW8W1-310
Daniel Boone Paint Inc. Yellow - 737211
Daniel Boone Paint Inc. Yellow - 738212
Norris Paints/TMT Yellow - BHW8Y2-213
Norris Paints/TMT Yellow - BHW8Y2-314
Cataphote Thermo-Quick 70115

16
The Cataphote Thermo-Quick 701 shall be applied with a single pass at a .7517
mm minimum thickness, with coated inter-mix and drop-on glass beads.18

19
Plastic Pavement Marking - Preformed Tapes (Transverse Applications)20
Advance Traffic Marking Series 300 - 1.5 mm21
Advance Traffic Marking Series 400 - 2.3 mm22
Brite-Line Industries Inc. Series 1000 - 1.5 mm23
Flint Trading Inc. Premark - 3.175 mm24
Linear Dynamics Inc. Prismo Brand - 1.5 mm25
Linear Dynamics Inc. Prismo Branch - 2.3 mm26
Pave-Mark Corporation Hot Tape - 2.3 mm27
3M Company Stamark 380 - 1.5 mm28
3M Company Stamark 420 - 1.5 mm29

30
Materials listed in this category are allowed for transverse and legend31
applications only.  Installation on bituminous surface treatment (BST)32
pavement is not allowed.33

34
Plastic Pavement Marking - Preformed Tapes (Longitudinal35
Applications)36
3M Company Stamark 380 - 1.5 mm37

38
Installation on bituminous surface treatment (BST) pavement is not allowed.39

40
Plastic Pavement Marking - Extruded Applications (Statewide)41
Lafrentz Road Service Ltd. Lafrentz Thermoplastic - 3.175 mm42
Norris Paints/TMT Dura-Stripe - 2.3 mm43
Norris Paints/TMT Duraline Thermoplastic TP - 3.175 mm44
Pave-Mark Corporation Pave-Mark Alkyd - 3.175 mm45
Pave-Mark Corporation Pave-Mark Hydrocarbon - 3.175 mm46

47
Plastic Pavement Marking - Extruded Applications48
(Western Washington only)49
Cataphote Inc. Catatherm ABITOL - 3.175 mm50
Swedish A.B. Cleanosol Cleanosol IT - 3.175 mm51

52
Plastic Pavement Marking - Extruded, Profiled Longline Applications53
(Western Washington only)54
Brite-Line Industries Vibraline55
Morton International Dura-Stripe56



Pave-Mark Corporation Aqualite1
2

All materials shall be applied with profiles at 510 mm centers.  Base line3
thickness shall be 2.3 mm min.  Profiles shall be 8.89 mm thick with a4
tolerance of 1.27 mm.  Profile width shall be a minimum of 80% of the line5
width.  Profile longitudinal length shall be a minimum of 38 mm.  All6
thicknesses are measured from the pavement surface.7

8
Plastic Pavement Marking - Sprayed Applications9
Norris Paints/TMT Dura-Stripe - 1 mm10

11
Manufacturers addresses and telephone numbers are as follows:12

13
Brite-Line Industries, Inc. Flint Trading Inc.14
10660 E 51st. Avenue P.O. Box 16015
Denver, CO 80239 Thomasville, NC 27360-016016
(800) 231-8902 (910) 475-660017

18
Cataphote Inc. Linear Dynamics Inc.19
P.O. Box 2369 400 Lanidex Plaza20
Jackson, MS 39225 Parsippany, NJ 0705421
(800) 221-2574 (201) 884-030022

23
Columbia Paints & Coatings 3M Company24
N. 112 Haven 223-3N 3M Center25
P.O. Box 4569 Saint Paul, MN 5501526
Spokane, WA 99202-0569 (612) 733-893727
(509) 535-974128

Norris Paints/TMT29
Daniel Boone Paints, Inc. Morton International30
15701 Nelsen Place South 1675 Commercial Street NE31
Tukwila, WA 98188 P.O. Box 202332
(206) 228-7767 Salem, OR 9730333

(800) 835-335734
Elgin Molded Plastics, Inc.35
909 Grace Street Pave-Mark Corporation36
Elgin, IL 60120-8419 P.O. Box 9410837
(800) 654-8182 Atlanta, GA 3031838

1855 Plymouth Rd. NW39
(404) 351-978040

Swedish A.B. Cleanosol41
Kristianstad, Sweden42


